
MATERIALS FOR EXPOSED
AGGREGATE CONCRETE

 Surface retarders

Retarder paper

 Concrete colors

 Protective coatings

Concrete reinforcing fibers

Acid gels



Retarders for precast concrete

WB-LACK

WB-LACK is a ready-to-use liquid retarder containing solvents, 
ideal for the production of washed concrete elements and panels. 
Easy to apply on the formwork, excellent uniformity of washing 
and simple, economical cleaning of the formwork makes WB-
LACK the ideal product for precast. WB-LACK retards the surface 
curing of the concrete, so the final result will strongly depend on the 
local temperature, type of cement, gravel curve, consistency and 
quality of the mixture, additives, type of formwork, etc. Preliminary 
trials are strongly recommended. 
Consumption approx. 80-125 g/m2. Very important: stir well (with 
drill +whisk) before every application.
Packaging and storage: WB-LACK RETARDER is supplied in 20 
kg cans. It has a storage life of 12 months from the delivery date if 
kept in closed cans in the original packaging. Keep in a cool, well-
ventilated place. Frost resistant. 

008 Micro turquoise 01-02 <0,5
01 blue 01-03 0,5
02 brown 03-05 1,0
10 green 03-05 1,5
25 yellow 04-08 2,0
50 red 05-08 2,5
80 grey 08-12 3,0
100 ochre 08-16 3,5
130 white 12-16 4,0
200 orange 16-18 5,0
300 violet 18-32 6,0

  Type Label Gravel size Washing depth
 colour mm mm

WB-LACK technical characteristics 

COPLAN RETARDER PAPER 

COPLAN double-layer retarder paper, made in Germany, al-
lows you to work safely and easily: once you have laid it over 
the formwork, taking care not to fix it in place with adhesive tape 
and not to jam it against the sides, you can proceed directly to the 
casting phase. Available in rolls with 
lengths of 100 linear metres and 
various heights (from 50 up to160 
cm), COPLAN retarder paper will 
keep your formwork always clean. 
COPLAN retarder paper is naturally 
available also in standard 40/40 
and 50/50 cm square sheets or in 
any special size on request.

SE B white fine sanded effect < 0,5 
K1 BLUE white micro exposed effect < 0,5 
K3 pink 01-03 0,5
K5 grey 03-05 1,5
K7 yellow 04-08 2,0
K10 blue 08-12 3,0
K15 green 08-16 3,5
K30 red 16-32 6,0

  Type Label Gravel size Washing depth
 colour mm mm

COPLAN RETARDER PAPER technical characteristics



Retarders for concrete paving

RETARDER P

Exposed concrete paving is aesthetically pleasing, durable and 
highly cost-effective since it requires no maintenance. The expo-
sed gravel effect lends a totally natural look to the paved surface; 
its mechanical strength and anti-slip properties make it an ideal 
solution for public squares, pavements, ramps, swimming pools, 
garden paths, etc. 

008 Micro turquoise  < 0,5
01 blue  0,5
02 brown  1,0
10 green  2,0
25 yellow  2,5
50 red  3,0
80 grey  4,0
100 ochre  5,0
130 white  5,5
200 orange  6,5
300 violet  7,0

  Type Label  Washing depth
 colour  mm

RETARDER P technical characteristics

MULTIFIBRE PP

MULTIFIBRE PP are fibrillated polypropylene microfibers, which 
enable a drastic reduction in the plastic shrinkage cracking of con-
crete mixtures. Developed with the aim of improving the structural 
properties of concrete, MULTIFIBRE PP are produced with a mixtu-
re of synthetic polymers in various lengths (3, 6, 10, 15 and 20 
mm) and possess excellent properties for mixing with concrete. The 
main effects are: significant improvement in the overall qualitative 
characteristics of the concrete, greater compression strength, en-
hanced waterproof and durability and reduced disintegration of 
the mixture. They can be used in a wide range of applications: 
driveway surfaces and industrial or commercial paving in various 
thicknesses, concrete for precasting, sundry elements, pipes, etc. 
MULTIFIBRE PP can be used in all types of concrete mixers.
Dosage: 1 kg of MULTIFIBRE PP for 1 m3 of concrete.
Density 0.9 g/cm3.
Available lenghts:
MULTIFIBRE PP 03 mm 
MULTIFIBRE PP 06 mm
MULTIFIBRE PP 10 mm
MULTIFIBRE PP 15 mm
MULTIFIBRE PP 20 mm

Easy-to-apply water-based surface retarder which guarantees uni-
form washing and allows you to work at any temper-ture above 
10°C. Coverage approx. 200 g/m2, supplied in18 kg cans. If wor-
king in harsh temperatures, use WB-LACK Retarder.

BETONCOLOR liquid concrete pigments

Full line of liquid concrete pigments for the ready mix, concrete 
block and masonry industries. BETONCOLOR mixes rapidly to 
produce uniform and consistent color. Dosage 3-9% of cement 
weight. Supplied in 25 kg cans, 200 kg drums and 1000 kg con-
tainers. Some of our available colors:

 R-30 R-10 R-20 R-36

C-95S-50 S-80 C-90

B-05

G-21

B-55

G-420/10

B-63

G-552

B-86

O-60

GR-35 BL-95 V-96 W-800



Acid-washed concrete / Protective coatings

BETOGEL K

BETOGEL K is a dense acid-based gel for producing concrete ele-
ments and panels with an “etched” effect. BETOGEL K reacts on 
the “skin” of the cement, revealing and accentuating the aggregate 
contained in the mixture. Refined surfaces wholly similar to natural 
stone are thus obtained. BETOGEL K does not penetrate into the 
concrete, so it does not impair its strength or resistance or corrode 
reinforcing bars.

Method of application    
BETOGEL K is applied non-diluted on the surfaces to be treated 
using a brush, roller, broom, etc. BETOGEL K can also be sprayed 
onto surfaces. First abundantly wet the concrete surface to be trea-
ted with water. An ideal effect is achieved on concrete elements 2 
to 3 days after formwork dismantling. If a brush is used, the pro-
duct should be distributed evenly until the formation of foam stops. 
Then BETOGEL K is removed by rinsing with abundant water. If you 
desire a deeper “micro washing” effect you can repeat the opera-
tion. We recommend a follow-uptreatment with one of the primers 
belonging to the COPLAN OS range.

COPLAN OS LINE 

The products belonging to the COPLAN OS range are used to pro-
tect concrete surfaces (panels, structural elements, self-locking pa-
ving, bridges, tunnels, etc.) from humidity. Water is in fact the worst
enemy of concrete surfaces, because micro-organisms, salts and
various types of dirt penetrate together with it into the surfaces
themselves, often seriously damaging them.

COPLAN OS PREMIUM
Colourless waterproofing agent containing solvents, developed 
with nanotechnology, applicable by spraying, resistant to alkalis 
and UV rays; it protects the treated element against water, oils, 
frost, dew and efflorescence.

COPLAN OS W 
Solvent-free, alkali resistant, water-based hydrophobizing agent, it 
imparts a matt lustre and brightens up the colours of the concrete, 
as well as protecting it against water, frost, dew and efflorescence.

COPLAN OS HO
Colourless aqueous primer, applicable by spraying, it protects the 
treated element against water, oils, coffee, ink, frost, dew and ef-
florescence.

COPLAN OS L
Waterproofing treatment containing solvents which lends a “wet 
effect”, applicable by spraying, resistant to alkalis and UV rays; 
it protects against various types of dirt, water,frost, dew and efflo-
rescence.

COPLAN OS INTENSIVE
UV-resistant. Reduces the penetration of acqueous pollution into 
the concrete, reduces efflorescence and damage caused by free-
ze/thaw action.

CLEANER COPLAN OS ZE
Concentrated cleaner for concrete and clinker surfaces. May be 
diluted with water in a 1:10 ratio; it removes residues of concrete, 
mortar, lime, efflorescence, etc.  

COPLAN S.r.l.
Via Treves, 74 - 20090 Trezzano s/N (Italy) 
T +39 02 4459 165 - F +39 02 4459 115

www.coplan.it - coplan@coplan.itN. 06046
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